
LCD PUBLIC DISPLAY

for a greener tomorrow
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* Photographs are simulated images. 

Stylish LED-backlit models perfect for public spaces such as airports and train stations, 
and business or educational settings.

Outstanding durability and advanced functions to withstand the demands of use in public spaces.

LCDs with eye-catching clarity and features that make them well suited to 
a range of digital signage applications. 

Advanced MDT Series LCDs

MDT Series LCDs
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Bezel width of 16.6mm

Premium design with 
aluminium hairline finish MDT552S

Depth of
only 28mm
at its thinnest

Slim & Lightweight Design

( product 
  depth of 
  47mm.*)

MDT552SMDT551S

177W 133W75%
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Based on the original image processing 
algorithm, the super-resolution technology 
estimates the data on the blurred components 
of low-resolution images, and -
tions accordingly. In addition, it automatically 

adjustment range, thus naturally making images 
clearer. 

How Super-resolution Technology Works

Two ambient light sensors are embedded in the display (i.e., one 
each in front and back) for detecting brightness at the front of the 

unit. This allows the brightness level to be automatically and 
optimally controlled while also realising low power consumption. 

Other Features
�  USB Hub Function 
    (2 upstream / 2 downstream ports)
�  Built-in Speakers (10W + 10W)
�  Auto Signal Detect
�  Multi-level Screensaver Function
�  Programmable Scheduling Function
�  Tiling Capability (5x5) 
    with Frame Compensation

�  PiP, PoP, and Side-by-side
�  Wide-range Colour 
    Temperature Adjustment
�  Power-on Delay
�  Auto Adjust & Auto Set-up
�  LAN Control
�  RS-232C Control
�  IR Remote Lock

Front sensor

Back sensor

Connection

One monitor

Multiple monitors
(total cable length)

Max.cable length
SD-SDI HD-SDI 3G-SDI

300m 200m 100m

350m 250m 150m

SDI in

SDI out

SDI in

SDI out

Next SDI in

SDI cable
(commercially available)

SDI out

Broadcast camera,
switcher, etc.

Allowable cable length



65
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55
42

�  RS-232C Control
�  IR Remote Lock
�  OPS Option Slot Equipped (for MDT551S)
�  SDI Card Compatible (for MDT551S)
�  USB Hub Function, 2 upstream / 
     4 downstream  ports (for MDT551S)
�  Built-in Speakers,10W+10W (for MDT551S)
�  Energy Star Compliant 
     (for MDT421S & MDT551S)

Frame compensation off Frame compensation on

Other Features
�  Auto Brightness Control
�  Multi-level Screensaver Function
�  Programmable Scheduling Function
�  PiP, PoP, and Side-by-side
�  Wide-range Colour Temperature 
    Adjustment
�  Power-on Delay
�  Auto Adjust & Auto Set-up
�  LAN Control (for MDT551S & MDT652S)

MDT Series LCDs

In

CAT5 cable
(RGB & RS-485)

CAT5 Tx
box

RS-232C/
USB cable

RGB

Personal 
computer

Image verification monitor

150m

Allowable cable length

Connection 
One monitor
Multiple monitors

Max. cable length
150m

200m*

Signal timing
1920×1080/60Hz
1920×1080/60Hz

Out InIn

200m

1 2 3 4

CAT5 cable (RGB & RS-485)CAT5 Tx
box

Out In Out In
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55
46

42

32

�  Energy Star Compliant 
    (for LDT462V & LDT551V)
�  Tiling Capability (5x5) with 
    Frame Compensation
�  Auto Adjust & Auto Set-up
�  IR Remote Lock

In

RS-232C RS-232C RS-232C

Out In Out In

HUBPersonal computer

PiP PoP Side-by-side

Other Features
�  OPS Option Slot Equipped (for LDT462V)
�  SDI Card Compatible (for LDT462V)
�  Auto Signal Detect (for LDT462V)
�  CAT5 Card Compatible (for LDT551V)
�  Display Port Terminal Equipped 
     (for LDT551V)
�  USB Hub Function, 1 upstream / 
     4 downstream ports (for LDT551V)
�  Built-in Speakers,10W+10W 
    (for LDT462V & LDT551V)

Colour temperature can be adjusted 
across a wide range, from 2,600-
10,000K. This is an important func-
tion for signage displays used in 
broadcasting, retail, food and other 
industries where image reproduction 
in true colours and tones is vital.

For installations employing numerous monitors, the power-on 
delay function allows each monitor to be set to power-up between 
2-50 seconds after power is supplied. This allows the monitors to 
power-up sequentially, avoiding inrush current problems and re-
ducing overall electrical load requirements when using the same 
power supply.

MMMNEWS 



Resolution
Size

Dimensions

Model

Full Line-up

 *Please be aware of the conditions as follows when using the digital daisy chain connection. 1. Set POWER
1 HDCP compatibility is not supported when DVI-D is connected to a Macintosh computer. HDCP: High-bandwidth Digital Content Protection.  *2 The OPS slot complies with the OPS

Colour temperature
Digital zoom 
Tiling and frame compensation
PiP/PoP
Scheduling 
Screensaver (Motion)
Side border colour

Super resolution

Power-on delay 
Monitor control (RS-232C)

CAT5 receiver
3G-SDI

OPS
Monitor control (LAN)

Auto Brightness

MDT701SMDT552S
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Functions & Features

1248

1214

6
8

5

68 (With handles)
28 (Thinnest)

1
6

.6

16.6

9
1

5

1585

1541

8
7

1

2
1

.5

21.5

Unit: mm

7055

Panel type
Screen size (diagonal)

Resolution
Colour

Contrast ratio
Viewing angle (CR=10)

Input/Output 
signal

PC 

AV 

Vertical frequency 

Output

Output

Output

Resolutions supported

Resolutions supported

Viewing area

LCD module

Orientation 

Power management
Plug-n-Play
Auto adjustment

OSD user functions

Audio 

Control 
Input
Output

Net (without stand)

Power consumption in economy mode

Voltage, Current
Power consumption

Net (without stand)

Temperature

Humidity
Dimensions (W × H × D)

Operating environment

Power supply

USB hub

Wall mounting interface
Weight

Regulation/Guideline compliance

69.5" (1765mm)54.6" (1388mm)
VA

1248 × 719 × 47/68mm (49.1 × 28.3 × 1.9/2.7")

Landscape mode: 0-40°C (32-104°F), 
Portrait mode/Face-up mode: 0-35°C (32-95°F)

Landscape mode: 0-40°C (32-104°F), 
Portrait mode: 0-35°C (32-95°F)

20-80% (without condensation)

Approx. 28.5kg/62.8lbs
1585 x 915 x 68/88mm (62.4 x 36.0 x 2.7/3.5")

Approx. 45.8kg/101.0lbs

100-240VAC, 50/60Hz
Max.: 278W (218W w/o options*3), Factory default settings: 175WMax.: 186W (133W w/o options*3), Factory default settings: 99W

Sleep mode: Less than 1.0W

1920 × 1080 (Full HD)
Approx. 1.06 billion Approx. 1.07 billion

Max.: 450cd/m2

Factory default settings: 349cd/m2

Max.: 500cd/m2

Factory default settings: 365cd/m2

RS-232C <D-sub 9-pin>, LAN <modular 8-pin>

4000:1 5000:1
Up/Down 178°, Left/Right 178° Up/Down 176°, Left/Right 176°

1209.6 x 680.4mm (47.6 × 26.8”) 1539 × 866mm (60.6 × 34.1")

RS-232C <D-sub 9-pin>

2 upstream/2 downstream, USB2.0 compliant

VESA DPM

Composite <BNC>, S-terminal, Mini D-sub 15-pin (PC/AV common)

 VESA DDC2B, DDC/CI
Position, Phase, Clock

Digital (OPS*2) slot 

10W + 10W (stereo)

External speaker jacks (8ohm)

Stereo mini jack
HDMI × 2, DisplayPort, SDI (option)

Stereo mini jack
SDI (option)

50.0, 58.0-85.0Hz
Horizontal frequency 15.625/15.734, 31.5-91.1kHz (Analog),  31.5-91.1kHz (Digital)

HDMI × 2 (PC/AV common), SDI (option)

640 × 480, 800 × 600, 1024 × 768, 1280 × 768, 1360 × 768,

Brightness, contrast, black level, auto brightness, zoom, PiP, screensaver, side border colour, Gamma selection, heat status, 
power-on delay, schedule, tiling, LAN control, closed caption, super resolution, etc.

DVI-D (with HDCP*1, PC/AV common)

 Mini D-sub 15-pin (PC/AV common)
 HDMI x 2 (PC/AV common), DVI-D (with HDCP*1, PC/AV common), DisplayPort

UL60950-1/C-UL/CE Marking/BSMI/GOST-R/FCC-A /DOC-A/
C-Tick/RoHS/US Mercury/Energy Star/CCC only for Chinese model

UL60950-1/C-UL/CE Marking/BSMI/GOST-R/FCC-A /DOC-A/
C-Tick/RoHS/US Mercury/CCC only for Chinese model

9 holes, M6 screws (200mm (7.9") pitch) for monitor, 4 holes, M4 screws (100mm (3.9") pitch) for SBC, Signage player mounted on monitor

Landscape/Portrait/Face-up Landscape/Portrait

Composite signal/S-terminal: NTSC, PAL, SECAM, 4.43 NTSC, PAL60,  Component signal: 480i, 480p, 576i, 576p, 720p, 1080i, 1080p
SDI: 480i/576i (SD-SDI), 720p/1080i (HD-SDI), 1080p (3G-SDI)

Input
(Analog) 
(Digital) 
(Analog) 
(Digital) 

Input
(Analog) 
(Digital) 

(Analog) 
(Digital) 

(Analog) 
(Digital) 

Input (Analog) 
(Digital) 
(Analog) 
(Digital) 

Composite <BNC>
SDI (option)

Option slot 

Built-in speakers

External speaker output
Slot interface

CAT5 input

88 (With handles)

Sync signal

CAT5 output

Separate (TTL), composite (TTL), Sync-on-Green
TMDS

7
1

9

47 (Product depth)
68 (Product depth)

48 (Thinnest)

Unit: mm

7055

Advanced MDT Series LCDs

(A3112 )(A2129)

Full HD

Max. 5 x 5
PiP, PoP, Side-by-side

—

2600-10000K (100K step)

Option

—

—

—

—

 (custom zoom)

 (In/Out)

Max. 5 x 5
PiP, PoP, Side-by-side

—

2600-10000K (100K step)

Option

 (custom zoom)

 (In/Out)

—

Brightness

SAVE in the CONFIGURATION1 menu to OFF. 2. You may connect up to four monitors; however, the maximum number of connectable monitors may be limited depending on the signal source.
standards recommended by Intel®. *3  When neither speakers, USB, nor OPS boxes are equipped, and COOLING FANS are set to OFF.
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10W + 10W (stereo)

Separate (TTL), composite (TTL), Sync-on-GreenSeparate (TTL), composite (0.3V or TTL),   Sync-on-Green
TMDS

MDT421S (DR854 ) MDT551S (D2043 ) MDT652S (BV013 )

Full HD
42 55 65

55
9

11666
45

934 52
7

966

87
3

1498

1436

81
1

13976
60

Unit: mm Unit: mmUnit: mm

2600-10000K (100K step) 2600-10000K (100K step)
(custom zoom)

Max. 5 x 5
PiP, PoP, Side-by-side

Max. 5 x 5

Option

PiP, PoP, Side-by-side

—
—

(In/Out) (In/Out)

50.0,  58.0 - 85.0Hz

UL60950-1/C-UL/CE Marking/BSMI/GOST-R/FCC-B/DOC-B/
C-Tick/RoHS/US Mercury/CCC only for Chinese model

UL60950-1/C-UL/CE Marking/BSMI/GOST-R/FCC-B/DOC-B/
C-Tick/RoHS/US Mercury/CCC only for Chinese model

Landscape mode: 5-40°C (41-104°F), 
Portrait mode: 5-35°C (41-95°F)

Landscape mode: 5-40°C (41-104°F), 
Portrait mode: 5-35°C (41-95°F)

Brightness, contrast, black level, auto brightness, zoom, PiP, 
screensaver, side border colour, Gamma selection, heat status,

power-on delay, schedule, tiling, CAT5 control (option), etc.

Brightness, contrast, black level, auto brightness, zoom, PiP, screensaver, 
side border colour, Gamma selection, heat status, power-on delay, schedule,

tiling, CAT5 control, LAN control, closed caption, etc.

Composite signal/S-terminal: NTSC, PAL, SECAM, 4.43 NTSC, PAL60
Component signal: 480i, 480p, 576i, 576p, 720p, 1080i, 1080p

Landscape/Portrait
42” (1067mm)

Max.: 700cd/m2

 1100:1

930 × 523mm (36.6 × 20.6”)

Optional modular 8-pin × 1 providing RGB Modular 8-pin × 1 providing RGB

Optional modular 8-pin × 1 providing RGB Modular 8-pin × 1 providing RGB

HDMI (PC/AV common), DVI-D (with HDCP*1, PC/AV common)

RS-232C<D-sub 9-pin>

Max.: 232W (214W w/o speakers)
Sleep mode: Less than 3W (CAT5: 5W) Sleep mode: Less than 3W (CAT5: 5W)

966 × 559 × 116mm (38.0 × 22.0 × 4.6”)
Approx. 23.5kg/51.8lbs

12 holes, M6 screws (100mm (3.9”) pitch) for monitor

Mini D-sub 15-pin, BNC (R, G, B, H, V; PC/AV common) 

15.625/15.734, 31.5-91.1kHz (Analog),  31.5-91.1kHz (Digital)

HDMI 

RS-232C<D-sub 9-pin>

100-240VAC, 50/60Hz
Max.: 458W (445W w/o speakers), Factory default settings: 361W 

20-80% (without condensation)
1251 × 721 × 127mm (49.3 × 28.4 × 5.0”)

Approx. 37.0kg/81.6lbs
8 holes, M8 screws (200mm (7.9”) pitch)  for monitor,  4 holes x 2 sets, M4 screws  (100mm (3.9”) pitch) for SBC, Signage player  mounted on monitor

640 × 480, 800 × 600, 1024 × 768, 1280 × 768, 1360 × 768,

Landscape/Portrait
64.5” (1639mm)

VA

Max.: 700cd/m2

2500:1

1428 x 804mm (56.2 x 31.6”)

Mini D-sub 15-pin

Composite <BNC>

RCA pin jacks × 2 (L/R), Stereo mini jack

RCA pin jacks (L/R)

RS-232C<D-sub 9-pin>,  LAN <modular 8-pin>

1498 × 873 × 139mm (59.0 × 34.4 × 5.5”)
Approx. 46.5kg/102.5lbs

Composite video <BNC>, S-terminal, BNC(Y/Pb/Pr;PC/AV common)

MDT Series LCDs

—

—
——

—

—

UL60950-1/C-UL/CE Marking/BSMI/GOST-R/FCC-A/DOC-A/
C-Tick/RoHS/US Mercury/Energy Star/CCC only for Chinese model

(custom zoom)(custom zoom)
Max. 5 x 5

PiP, PoP, Side-by-side

—

——

—

(In/Out)

SDI (option)

External speaker jacks (8ohm)

Factory default settings: 650cd/m2 

Option

— —

Brightness, contrast, black level, auto brightness, zoom, PiP, screensaver, 
side border colour, Gamma selection, heat status, power-on delay, schedule, 

tiling, CAT5 control (option), LAN control, closed caption, Programmable LUT, etc.

Landscape/Portrait/Face-up
54.6” (1388mm)

IPS
1920 × 1080 (Full HD)

Approx. 1.06 billion
Max.: 700cd/m2

Factory default settings: 480cd/m2 

1300:1
Up/Down 178°,  Left/Right 178°

1209 × 680mm (47.6 × 26.8”)
VESA DPM

VESA DDC2B, DDC/CI
Position, Phase, Clock 

HDMI (PC/AV common), DVI-D (with HDCP*1, PC/AV common), DisplayPort

Landscape mode: 5-40°C (41-104°F), 
Portrait mode/Face-up mode: 5-35°C (41-95°F)

Sleep mode: Less than 1W (CAT5: 5W)
Max.: 316W (293W w/o speakers), Factory default settings: 202W 

72
1

1251

1216

68
6

127
12181

57

2600-10000K (100K step)

Option

2 upstream (option slot/external connection)/4 downstream, USB2.0

—
Analog/Digital (OPS*2) common

—

—

—



Colour temperature
Digital zoom 
Tiling and frame compensation
PiP/PoP
Scheduling 
Screensaver (Motion)
Side border colour

Super resolution

Power-on delay 
Monitor control (RS-232C)

CAT5 receiver
3G-SDI

OPS
Monitor control (LAN)

Auto Brightness

Functions & Features

Panel type
Screen size (diagonal)

Resolution
Colour

Brightness

Contrast ratio
Viewing angle (CR=10)

Input/Output 
signal

PC 

AV 

Vertical frequency 

Output 

Output 

Output 

Resolutions supported

Resolutions supported

Viewing area

LCD module

Orientation 

Power management
Plug-n-Play
Auto adjustment

OSD user functions

Audio 

Control Input 
Output 

Net (without stand)

Power consumption in 
economy mode

Voltage, Current

Power consumption

Net (without stand)

Temperature

Humidity
Dimensions (W × H × D)

Operating 
environment

Power supply

USB hub

Wall mounting interface

Weight

Regulation/Guideline compliance

Horizontal frequency 

Input 
(Analog) 

(Digital) 

(Analog) 
(Digital) 

Input 
(Analog) 

(Digital) 

(Analog) 
(Digital) 

(Analog) 
(Digital) 

Input 
(Analog) 
(Digital) 
(Analog) 
(Digital) 

Option slot 

Built-in speakers

External speaker output
Slot interface

CAT5 input

Sync signal

CAT5 output

09
*

DVI-D is connected to a Macintosh computer. HDCP: High-bandwidth Digital Content Protection. *2 The OPS slot complies with the OPS standards recommended by Intel®. *3 When neither speakers nor OPS box is equipped.  

Brightness, contrast, black level, zoom, 
PiP, screensaver, side border colour, Gamma selection,

heat status, power-on delay, schedule, tiling, etc.

4232 46 55

Unit: mm

789

701 39
5

47
6

133
83
44

1023

935

52
7

61
4

13383
44

mm :tinUmm :tinUmm :tinU

2600-10000K (100K step) 2600-10000K (100K step)
(custom zoom) (custom zoom) (custom zoom)

5 x 5 .xaM5 x 5 .xaM5 x 5 .xaM
edis-yb-ediS ,PoP ,PiPPoP ,PiP PiP, PoP, Side-by-side

——

—— —
——
—— —

(In/Out) (In/Out)

(custom zoom)
Max. 5 x 5

PiP, PoP, Side-by-side

(In/Out)(In/Out)

31.5” (800mm)
VA

1366 × 768
Approx. 16.7 million

Max.: 450cd/m2

 2500:1

698 × 392mm (27.5 × 15.4”)

Max.: 103W (85W w/o speakers)

Sleep mode: Less than 2W

789 × 476 × 133mm (31.1 × 18.7 × 5.2”)
Approx. 14.5kg/32.0lbs

12 holes, M6 screws (100mm (3.9”) pitch) for monitor mount  

UL60950-1/C-UL/CE Marking/BSMI/
GOST-R/FCC-B/DOC-B/C-Tick/RoHS/

US Mercury/CCC only for Chinese model

Landscape mode: 5-40°C (41-104°F)
Portrait mode: 5-35°C (41-95°F)

Landscape/Portrait
42” (1067mm)

IPS

Approx. 1.06 billion

Max.: 500cd/m2

 1300:1
Up/Down 178°,  Left/Right 178°

930 × 523mm (36.6 × 20.6”)
VESA DPM

VESA DDC2B/DDC-CI

Mini D-sub 15-pin, BNC (R, G, B, H, V; PC/AV common)

HDMI (PC/AV common), DVI-D (with HDCP*1, PC/AV common)

—

—

15.625/15.734, 31.5-91.1kHz (Analog),  31.5-91.1kHz (Digital)

RS-232C<D-sub 9-pin>
RS-232C<D-sub 9-pin>

Max.: 203W (182W w/o speakers)

1023 × 614 × 133mm (40.3 × 24.2 × 5.2”)
Approx. 20.5kg/45.2lbs

Composite video <BNC>, S-terminal, 
component <BNC (Y/Pb/Pr, PC/AV common)>

46” (1168mm)
VA

1920 × 1080 (Full HD)
Approx. 16.7 million

 4000:1

RCA pin jacks × 2 (L/R), stereo mini jack

LDT Series LCDs

—

—

External speaker jacks (8ohm) 

2600-10000K (100K step)

77
0

1299

1216

68
6

125
12080

55

54.6" (1388mm)
VA

1299 × 770 × 125mm (51.1 × 30.3 × 4.9”)
Approx. 39.9kg/88.0lbs

Max.: 344W (322W w/o speakers) 

Sleep mode: Less than 1W (CAT5: 5W)

Approx. 1.06 billion

Max.: 500cd/m2

RS-232C <D-sub 9-pin>, LAN <modular 8-pin>

5000:1

1209 x 680mm (47.6 x 26.8”)

1 upstream (external connection only)/
4 downstream, USB2.0

Composite video <BNC, RCA>, S-terminal,
BNC(Y/Pb/Pr, PC/AV common)

Optional modular 8-pin x 1 providing RGB
di erential video and RS-485 control support

Optional modular 8-pin x 1 providing RGB
di erential video and RS-485 control support

HDMI (PC/AV common), 
DVI-D (with HDCP*1, PC/AV common)

640 × 480, 800 × 600, 1024 × 768, 1280 × 768, 1360 × 768,

Brightness, contrast, black level, zoom, PiP,
screensaver, side border colour, Gamma selection,

heat status, power-on delay,schedule, 
tiling, CAT5 control (option), LAN control,
closed caption, Programmable LUT, etc.

 Mini D-sub 15-pin, BNC (R, G, B, H, V; PC/AV common)
 HDMI (PC/AV common), DVI-D (with HDCP*1,

PC/AV common), DisplayPort

UL60950-1/C-UL/CE Marking/BSMI/GOST-R/
FCC-B /DOC-B/C-Tick/RoHS/US Mercury/
Energy Star/CCC only for Chinese model

8 holes, M8 screws (200mm (7.9”) pitch) for monitor,
4 holes x 2 sets, M4 screws (100mm (3.9”) pitch) for SBC,

Signage player mounted on monitor

Composite signal/S-terminal: NTSC, PAL, SECAM, 4.43 NTSC, PAL60
Component signal: 480i, 480p, 576i, 576p, 720p, 1080i, 1080p

Composite signal/S-terminal: NTSC, PAL, SECAM, 
4.43 NTSC, PAL60, Component signal: 480i, 

480p, 576i, 576p, 720p, 1080i, 1080p

2600-10000K (100K step)

Option

—
—— — —

—

—— —

Factory default settings: 320cd/m2 Factory default settings: 310cd/m2
Max.: 400cd/m2

Factory default settings: 309cd/m2

Factory default settings: 136W Factory default settings: 203W

50.0,  58.0 - 85.0Hz

RCA pin jacks (L/R)
HDMI HDMI

Composite <BNC>

1091

1020

5
7

5

6
4

6

12077
59

1018 × 573mm (40.1 × 22.5”)

Position, Phase, Clock
Brightness, contrast, black level, zoom, PiP, 

screensaver, side border colour, Gamma selection, 
heat status, power-on delay, schedule, tiling, 

LAN control, closed caption, etc.

 Mini D-sub 15-pin

Composite video <BNC>, S-terminal, 
BNC (Y/Pb/Pr)

HDMI (PC/AV common), DVI-D (with HDCP*1, 
PC/AV common), SDI (option)HDMI (PC/AV common), DVI-D (with HDCP*1, PC/AV common)

SDI (option)
Composite/Separate: NTSC, PAL, SECAM, 4.43 NTSC, PAL60

Component: 480i, 480p, 576i, 576p, 1080i, 720p, 1080p
SDI: 480i/576i (SD-SDI), 720p/1080i (HD-SDI), 1080p (3G-SDI)

HDMI, SDI (option)

OPS slot*2 supported
SDI (option)

Max.: 217W
Factory default settings: 126W*3

Sleep mode: Less than 1W

20-80% (without condensation)
1091 × 646 × 120mm (43.0 × 25.4 × 4.7")

Approx. 24.9kg/54.9lbs
10 holes, M6 screws (100mm/3.9", 

200mm/7.9" pitches) for monitor mount

UL60950-1/C-UL/CE/BSMI/GOST-R/
FCC-A/DOC-A/C-Tick/Energy Star/RoHS/
US Mercury/CCC only for Chinese model

100-240VAC, 50/60Hz

Full HDWXGA

—

—

—
—
—

—

Option

10W + 10W (stereo)

—

LDT323V (BH030 ) LDT422V (BR931 ) LDT462V (BL109 ) LDT551V (D2010 )

Resolution
Size

Dimensions

Model

Mini D-sub 15-pin

Separate (TTL), composite (TTL), Sync-on-Green
TMDS

10

Connector Terminals

MDT421S

MDT552S/
MDT701S

MDT Connector Terminals

LDT Connector Terminals

1 2 3 4 9 5 6 7 8

Power in (3-pin with earth terminal) 

External speaker terminals

Audio out (RCA)

Audio in 1, 2, 3

RGB 1 in (HDMI)

RGB 2 in (DVI-D)

1

2

3

4

5

6

RGB 3 in (mini D-sub 15-pin)

RGB out (mini D-sub 15-pin)

RGB 6 in (DisplayPort)

Slot for optional CAT5 receiver box

RS-232C (D-sub 9-pin)

7

8

9

10

11

Video I/O (BNC/S-terminal/RCA)

    S-Video in (mini DIN 4-pin)

    Video in (BNC/RCA)

    Video out (BNC)

RGB 4 in, DVD/HD in (BNC)

12

13

MDT421S

11

12

13

12

11

14

13

10

9

Power in (3-pin with earth terminal) 

External speaker terminals

LAN (modular connector 8-pin)

RS-232C (D-sub 9-pin)

Audio in 1, 2, 3

Audio out (RCA)

Video I/O (BNC/S-terminal)

    S-Video in (mini DIN 4-pin)

    Video in (BNC)

    Video out (BNC)

RGB 6 in (DisplayPort)

RGB 1 in (HDMI)

RGB out (mini D-sub 15-pin)

RGB 2 in (DVI-D)

RGB 3 in (mini D-sub 15-pin)

RGB 4 in, DVD/HD in (BNC)

RGB 5, CAT5 I/O (modular connector 8-pin)

1

2

3

4

5

6

7

8

9

10

11

12

13

14

MDT652S

1 2 4 6 10 12

11983 5 7 13 14

V264TDLV224TDL/V323TDL
4

32 5 6 7 9 11

1 8 10

Power in (3-pin with earth terminal)

External speaker terminals

Audio in

Audio out (RCA)

Video I/O (BNC/S-terminal)

    S-Video in (mini DIN 4-pin)

    Video in (BNC)

    Video out (BNC)

RS-232C (D-sub 9-pin)

RGB 1 in (HDMI)

RGB out (mini D-sub 15-pin) 

RGB 2 in (DVI-D)

RGB 3 in (mini D-sub 15-pin)

RGB 4 in, DVD/HD in (BNC)

1

2

3

4

5

1

2

3

4

5

6

7

8

9

10

11

1 2 3 4 5 6 7 8 9

LDT551V

Power in (3-pin, with earth terminal)

RGB 2 in (DVI-D)

RGB 3 in (mini D-sub 15-pin)

RGB out (mini D-sub 15-pin)

RGB 4 in, DVD/HD in (BNC)

Video I/O (BNC/S, RCA connectors)

External speaker terminals

Audio out (RCA)

Audio in 1, 2, 3

RS-232C (D-sub 9-pin)

LAN  connector 

Option slot

RGB 1 in (HDMI)

USB hub

RGB 6 in (DisplayPort)

6

7

8

9

10

11

12

13

14

15

15

MDT551S

MDT551S

MDT552S MDT701S

1

2

3

4

5

6

7

8

9

10

11

12

13

1

3

4 9

12

112

Power in (3-pin with earth terminal)

DVI-D in

HDMI in

D-sub in (mini D-sub 15-pin)

YPbPr in (BNC)

Audio in 1, 2, 3

Video I/O (BNC), S-terminal in 

Audio out (RCA)

External speaker terminals

Option slot

LAN  connector 

RS-232C (D-sub 9-pin)

RGB out (mini D-sub 15-pin)

6

5 7 10 98

13

1

2

3

4

5

6

7

8

9

10

11

12

13

1 14 9 5 6 7 8 13 12

14 LAN  connector USB hub 15

10

4

3

15

11

2

12

1 3 4 7 82

 LAN connector

Video I/O (S connector/BNC)

Audio analog in (      3.5mm stereo mini jack)

Audio analog out (      3.5mm stereo mini jack)

External speaker terminals

Option slot

5

10

9

11

12

6

Out

In

In

13

USB hub

DVI-D out

D-sub/YPbPr in

RS-232 connector (D-sub 9-pin)

DVI-D in

DisplayPort in

HDMI 1, 2 in

HDCP compatibility is not supported when DVI-D is connected to a Macintosh computer.  HDCP: High-bandwidth Digital Content Protection



*Photos show units with speakers attached.

LDT422V MDT421SLDT323V

SP-421S
For MDT421S

SP-422V
For LDT422V

SP-321V
For LDT323V

Options
Stereo Speakers

ST-422V
For LDT422V/
        LDT462V

ST-461V
For LDT551V/
        MDT551S/
        MDT552S

ST-521S
For MDT421S

ST-322V
For LDT323V

DP-1CA5 CAT5 Kit For MDT421S

CAT5 Transmitter Box CAT5 Receiver Box

DP-2CA5-T/DP-2CA5-R
CAT5 Kit For LDT551V/MDT551S

CAT5 Receiver Box

Other Options

MDT421S
MDT551S
MDT652S
MDT552S
MDT701S

LDT323V
LDT422V
LDT462V
LDT551V

Model Name
Stereo Speakers Stands CAT5 Kit 

Stands

SP-421SSP-422VSP-321V ST-422V ST-461V ST-521SST-322V DP-1CA5 DP-2CA5-T/DP-2CA5-R

SDI Box For LDT462V/MDT551S/
MDT552S/MDT701S

DP-1SDI-3G

SP-551S

MDT551S

SP-551S

For LDT551V/MDT551S/
MDT652S/MDT552S/MDT701S

CAT5 Transmitter Box

SDI Box
DP-1SDI-3G

*The CAT5 Kit is standard equipment for MDT652S.

DP-01SPB
70-inch Height Adjusting 
Blocks For Optional Speakers
For SP-551S

Height
Adjusting Blocks

MITSUBISHI ELECTRIC
VISUAL SOLUTIONS AMERICA
Professional Product Sales
Phone: 888.307.0349
www.mitsubishi-presentations.com

MITSUBISHI ELECTRIC SALES
CANADA, INC.
Display & Imaging Solutions Division
Phone: 905.475.7728
www.mitsubishielectric.ca


